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NORTH TORONTO COLLEGIATE INSTITUTE
17 BROADWAY AVENUE
TORONTO, ONTARIO

C.S. & P. Architects Inc,
2345 Yonge Street, Suite 200
Toronto, Ontario

M4P 2E5

This Addendum forms part of the Bid Documents and is to be read, interpreted and coordinated with all other parts.
The cost of all work contained herein is to be included in the bid sum. The Specifications and Drawings are
complementary. Items listed under the Specifications in this Addendum and having influence on the Drawings are so
deemed to alter the Drawings. Items listed under the Drawings in the Addendum and having influence on the
Specifications are so deemed to alter the Specifications.

This Addendum contains the following:

18 typewritten pages

Structural Addendum 5-02, dated February 6, 2008 (6 pages and revised and reissued Drawing $5.6A)

(Note that Structural Addendum 3-01 was previously issued for Formwork Tender and is not relevant to this tender)
Mechanical & Electrical Addendum #001, dated February 8, 2008 (50 typewritten pages)

Document 00200 — Electrical Instructions to Bidders (6 pages)

Document 00433 — Electrical Separate, Itemized and Alternative Prices (2 pages)

Document 00410 - Heritage Masonry and Stone Bid Form (2 pages)

Document 00433 - Heritage Masonry and Stone, Separate, Itemized and Alternative Prices, Revised: February 7,
2008 (2 pages)

Document 00433 - Elastomeric Membrane Roofing, Separate, Itemized and Alternative Prices. Revised: February 7,
2008 (2 pages)

Section 00010 - Table of Contents - Revised and Reissued February 6, 2008 (5 pages)

Section 01011 - Construction Waste Management (6 pages)

Section 01012 - VOC Limits for Adhesives and Sealants (9 pages)

Section 01013 - Construction IAQ Management (2 pages)

Section 10660 - Folding Pancl] Partitions (2 pages) (Alternative Price)

Architectural Detail Drawings: AD-1, AD-2, AD-3, AD-4, AD-5, AD-6, AD-7, AD-8, AD-9, AD-10, AD-11, AD-
12, AD-13, AD-14, AD-15, AD-16, AD-17, AD-18, AD-19, AD-20, AD-21, AD-22, AD-23, AD-24, AD-25, AD-
25A, AD-26, AD-26A, AD-27, AD-27A, AD-28, AD-29, AD-29A, AD-30, AD-31, AD-32, AD-33, AD-34, AD-35,
2072, 2117, 2126, 2127, 2128, 2135, 2136, 3011, 3012, 3043, 3044, 4037, 4038A, 4042, 40424, 4059, 4065, 4083,
4084, 4088, 4112, 4113, 4115, 4116, 4223, 4226, 4227, 5039, 50394, 5039B, 5039C, 5052, 5063, 5063A, 6024,
7023.

SPECIFICATIONS
SECTION 04200 — MASONRY

2.1 MATERIALS

122 BRK.2: Revise from Watsontown Germantown Ironspot Smooth
to Watsontown Greenwich Smooth By Thames Valley Brick; Size; metric norman
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SECTION 06200 - FINISH CARPENTRY
33 SCHEDULE

2. Add new articles;
8 Wood (cherry) panelling at balustrade, corridor side of Stair No.2 on all floors

see Dwgs. 5/A5.3, 6/A5.3, 7/A5.3 and 8§/A5.3
10 Wood panelling within Heritage Seminar 2024 (cherry) and associated wood
panelling in East Corridor 2028. See Drwgs 6/A5.4 and 11/A5.13

SECTION 66410 — CABINETWORK

Add new article:
1.11 ALTERNATE PRICE

.1 ALTERNATIVE PRICE: In lieu of Grade A hardwood plywood specified in 2.1.2.1, provide
Grade B wood book matched Sap Face/2 Sap Back bardwood plywoeod.

22 FABRICATION

Revise paragraph:

.5 Cabinetwork: _
2 Delete part of paragraph: .... ‘Use veneer core plywood for gable and shelves’. R
4 Revise part of paragraph: “Where indicated construct cabinetwork from melamine-faced

particle board, at concealed locations only. Finish exposed edges....”

SECTION 07620 - METAL FLASHING
Revise paragraph:

3.1.7  Provide folded seam comers at cap flashing,

SECTION 08520 ALUMINUM WINDOWS

2.1 SYSTEMS

Delete the following paragraphs:

. Window framing;
4 Sherwood TB502
2 Opening vents:

A Sherwood Heavy Duty 237
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SECTION #931¢- CERAMIC TILE

2.1. MATERIALS
5 Tile
Revise paragraphs:

5 CT. 4A: 24mmx24mm porcelain unglazed mosaic keystones
Blend Dark Grey D026, with abrasive content, supplied by Dal Tile.

.6 CT. 4B: 24mmx24mm porcelain unglazed mosaic keystones blend porcelain D335,
supplied by Dal Tile.

T CT. 5: 20mmx40mm porcelain wall tile, 3mm thick, “edge” series, colour; foam. Tile to
be installed long side horizontally. Supplied by Stone Tile.

SECTION 09640 —- WOOD FLOOR

2.2 MATERIALS

7 Gymmasium wood floor finish:

Revise paragraph:
2 Finish coats: Bona Sport, Sport Poly by Bonakemi. Provide 3 finish coats

SECTION 10800 - WASHROOM ACCESSORIES

2.2 LIST OF COMPONENTS
Add paragraph:

J4 Ceramic Soap Dish (SDSH): Model 901-60 by Bradleycorp.

ARCHITECTURAL DRAWINGS

Al.l  SITE PLAN
1. Drawing 1/A1.1: Revise extent of School Walkway under Tower B: to end at west face of Tower B
colonnade. Note: Change also to be reflected in Landscape Addendum.
2. Drawing 1/Al.1: Add to General Site Note 12: Public Art to be installed in Phase 2, and is N.I.C.

Al.2 HERITAGE DETAIL DRAWINGS

1. Add General Note I: The Heritage Contractor’s exterior scope of work is from the cavity wall air
space to the exterior face. The block back up, sheet membrane, brick ties, parapet flashing and
insulation are not part of Heritage Contractor’s scope.

2. Add General Note 2: The masonry material for the Masonry Contractor and Heritage Contractor can
be brought into the new Courtyard by hoist, supplied by owner.

3. Drawing 2/A1.2: Add note: ‘Salvaged 1912 datestone’.
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A2.0

A2.9

A2.11

A2.12

4,

Drawing 4-D/A1.2: Revise title of Drawing to ‘Salvaged Stone Arch over Replicated Arched
Window’.

5. Drawing 5/A1.2:  Add note: “Salvaged 1966 datestone’.

SALVAGE, DEMOLITION, AND PHASING PLANS

1.

General Demolition Notes, Revise Note 7: ‘Provide temporary concrete block for infill of all voids as
required for structural support where reclaimed heritage brick removed from existing school. Design,
construction and shoring to be reviewed and approved by Structural Engineer retained by the Heritage
Contractor. Note that this work will take place in the summer when students are not in school. The
Heritage Contractor will apply for a demolition permit, if required, for the removal of the Heritage

brick and stone.

LEVEL P2 PLAN - SOUTH

TDSB Organics Room B2009: add note to square outline: ‘Bins N.1.C.
TDSB Garbage/Recycling Room: Change dimension of door “A’ opening to suit actwal door width,

Add to Ramp title: ‘Ramp No. 3’: Add note to ramp: ‘Provide block wall under ramp: refer to
14/A7.5".

LEVEL P1 PLAN - SOUTH

1.

RN S

SEPARATE PRICE:. Provide Separate Price to provide Folding Partition in Gymnasium B035 in lieu
of east gym curtain. Some revisions to masonry and concrete walls are associated with the reguired
door pocket. Note P/A Closet BO36A to be relocated. Refer to Drawings AD-1, AD-2, AD-3.

Delete Stair No. 4, B030 and associated work including Door. Move entire Exercise Room B029 south
as per Drawings AD-4, AD-5, AD-6, AD-7.

Lengthen Corridor BO31 Display Case as per Drawing AD-4.
Delete small Display Case west of Elevator 1 and associated concrete block nib walls.
Extend reference bubble for Drawing 4/A4.7 to include Washroom B0G7.

TDSB Garbage/Recycling Room: Dimension of opening for Door A fo be revised to suit actual door
width. .

Add to Ramp title: “‘Ramp No. 3° : Add note to ramp: Provide 190 block wall under ramp: refer io
14/A7.5 '

GROUND FLOOR PLAN — NORTH

1.

wos W

Chair Storage 1010: Delete text “Stair No. 12 M001". Text underneath to remain, which reads: “700 x
000 mun rated access hatch’.

Chair Storage 1010: Revise note: ‘Coat Racks Detail 5038°.
Café 1011: Delete text “Stair No. 13 M003°.
At North Corridor 1026: revise detail reference from 12/A4.8 to 21/A4.8.

Reverse direction of arrows at detail references 1/A5.3 and 5/A5.3.
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A2.13

A2.14

10.

At Lobby 1002: delete words ‘Align with Door Heads'.

At Partition Schedule: Revise General Note 2 to change reference from Partition Type 8 to Partition
Type 9. Typical all Drawings.

At Partition Schedule: Add to Partition 9 description as follows: add at end of list: ‘Use Type X GB at
1 hour rated partitions, both sides’. Typical all Drawings.

At Suffixes, Type F: Revise part of note from ‘Refer to General Notes 8 and 14° to ‘Refer to General
Notes 8 and 15°. Typical all Drawings

Revise General Note 7. ‘All block walls to have 100 mm ashlar base. For base and caulked joint and
raked joint details, refer to Detail 4023°. Typical all Drawings.

GROUND FLOOR PLAN - SOUTH

1.

e

10.

11.
12.

For Separate Price to provide Folding Partition in Gymnasium B033, refer to Drawings AD-1, AD-2,
AD-3. Refer also to note above for Drawing A2.11.

Stair No. 4, 1051: Delete Stair No. 4 and associated guards and revise layout as per Drawings AD-4,
AD-5, AD-6, AD-7.

- Washroom 1073: Delete Washroom and revise to Storage Room 1073 as per Drawing AD-8.

At Metal Screen MS25 and MS 36, provide steel guards on Corridor side at open to below at Stair No.
6. Add references ‘Guard Detail 7029 similar.’

At Metal Screen MS39 in Vestibule 1078, provide steel guards on Corridor side at open to below at
Gymnasium. Add reference ‘Guard Detail 7029 similar.”

Vestibule 1078: revise partition type at Stair 5 from 3A to 3C.
Corridor 1070; Add partition type 9A to GB walls at Rooms 1072, 1073.
Corridor 1070: Add partition type 19B at east corridor side concrete block wall of Closet 1070B.

Metal Screen MS70: provide steel guard on Corridor side at open to below at Exercise Room. Add
reference ‘Guard Detail 7029 similar.

Gymnasium 1054A: Add note at all clerestory windows: Qutside face of glazing to be minimum 1200
mm to property line, due to limiting distance regulations.

South Corridor 1052: Move detail reference 4066 to east side of Door.

Mechanical Room 1037: Revise inner block partition on west wall from 240 mm to 190 mm.

SECOND FLOOR PLAN - NORTH

1.
2.

Refer to Drawing AD-9 for new Storage Room 2001A and changes to Foyer 201.

At Metal Screen MS43, provide steel guards on Corridor side at Open to Below 2012A, Add references
*Guard Detail 7029 similar.’

At Metal Screen MS33, provide steel guards on Corridor side at Open to Below 2001A. Add references
‘Guard Detail 7029 similar

At Stair No. 2, Metal Screen MS69: Revise to MS69A.
Corridor 2012: At Detail reference 4082, expand bubble to include all of MS42.
Open To Below 2001A: Add note at northwest corner: *Vestibule Roof Below’.
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7. Stacks 2054: Add note at perimeter radiation termination at north end of room: ‘Pipes to travel up to
ceiling concealed within wall®.
8. North Corridor 2015: Revise Detail Reference20/A4.8 to 22/A4.8.
9. At B/F Washrooms 2014A and 2017: add reference to Drawing 4/A4.8.
10. Heritage Seminar Room 2024: Add reference to TB 848 x 1650 mm, on wall north of display case,
within room. Refer to Drawing 11/A5.13.
A2.15 SECOND FLOOR PLAN - SOUTH
1. ~ Staff Lounge 2069: Delete workstations at south wall of room, Detail 5019.
2. Storage 2044: At Detail Reference 17/A5.9: reverse letters ‘A’ and “B’.
3. A/V Storage 2026: Delete reference to 11/A5.13.
4. Kitchen 2061: add note at northwest corner: perimeter radiation pipes to travel up within concrete
block demising wall.
5. Teaching 2060: add note at southwest comner: perimeter radiation pipes to travel up within concrete
block demising wall,
A2.16 THIRD FLOOR PLAN - NORTH
1. Student Council 3057 and Corridor 3008A: Revise layout as per Drawings AD-11. Refer also to
Drawings AD-12, AD-13, AD-14, AD-15, AD-16.
2.  Washrooms 3009, 3010: Revise detail reference from 20/A4.7 to 22/A4.8.
Open to Below 3048A: Revise Metal Screen from MS 43 to MS43A.
4, At Metal Screen MS43A, provide steel guards on Corridor side at Open to Below 3048A. Add
references ‘Guard Detail 7029 similar.’
5. Open to Below 3056: Revise detail reference from 2/A5.6 to 2/A5.8.
6. Open to Below 3058: Add note at upper level perimeter radiation terminations, both at north east end
and at south west corner of room: ‘Supply and return pipes to travel up concealed within wall’.
7. Mechanical Room 3016: Revise Direction of Door swing to open out.
& Staff Washroom 3013: Revise detail reference from 13/A4.7 to 13/A4.8.
A2.17 THIRD FLOOR PLAN — SOUTH

L

Computer 5, 3051: Delete stray millwofk lines shown along east wall.
Computer 4 3038: Delete stray millwork lines shown along north wall.
Computer 3 3023: Delete stray lines shown along south wall.
Computer 2 3022: Delete stray lines shown along south wall.

Future Clagssrooms 3025C, 3025D: Add detail reference 2107 at metal panel infill at all future
classroom windows,
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6. Resource 3041: Revise Metal Screen MS38 to be MS07D. Infill block wall to suit at new smaller
screen.

7. South Corridor 3035: Revise detail reference from 1/5.6 to 1/A5.6.
8. Acad Storage 3037: Delete | layer of 140 block wall from south wall, 1 layer remains.

A2.18 FOURTH FLOOR PLAN - NORTH

1. Washrooms 4002, 4003: Revise drawing reference from 20/A4.7 to 22/A4 8.

2. Physics Prep 4013: Delete Metal Screen MS62. Retain Door and frame as per Door Schedule
Revisions. Infill wall to match adjacent at deleted screen.

3. North Corridor 4004: Add 2 reference details 4018A at 2 banks of 18 and 19 lockers on north side
adjacent to residential project.

A2.19 FOURTH FLOOR PLAN — SOUTH

1. Classroom 4020: Add reference to Detail 5026 at closet.

2. East Corridor 4016: Delete 2 display cases and concrete block locker nib walls as per Drawing AD-17.
Revise concrete block wall behind deleted lockers from 190 to 240 mm thickness as noted.

3. West Corridor 4046: Extend display case and revise location and swing of Door 4033 as per Drawing
AD-18.

4. Greenhouse 4036A: Revise elevation references to Drawing 9/A5.13 as follows: Elevation A to east
wall, Elevation B to west wall, Elevation C to north wall.

A2.20 ROOF PLAN-NORTH

1. Add Note: Skewed lines represent a landscape roof component. Refer to Landscape Drawings for
extent of landscape roof elements.

2. Addtitle ‘“Tower A’ at shaded area in northeast comer.

A2.21 ROOF PLAN-SOUTH

1. Note: skewed lines represent a landscape roof component, Refer to Landscape Drawings for extent of
landscape roof elements.

2.  Within dotted lines south of Tower A, add text ‘Residential Amenity Space (N.1.C.) above school
roofing.’

3.  West side of residential amenity space wall: Move school mechanical exhaust vents west to avoid
conflict with wall.

4. Add text: ‘School Upper Roof” to school upper roof.
A3.1 WEST AND NORTH BUILDING ELEVATIONS

I. AtLegend: BRK.3: Revise note to read: ‘Reclaimed NTCI Brick’. Typical all Elevation Drawings.
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2. Drawing 1/A3.1: Add control joints with minimum spacing as per Specifications. Layout to be
confirmed by Architect.
3. Drawing 1/A3.1: Add note: ‘Shelf Angle’ at each continuous line above Windows ‘A’, ‘B’ and ‘C’.
4, Drawing 1/A3.1: Add reference ‘Detail 3051 at precast wall at south end of building at ground floor.
5. Drawing 1/A3.1: Add note to sunscreen LVO07:; ‘Refer to Specification Section 10705,
6. Drawing 2/A3.1; Add note: ‘Exact location of exterior wall lights on lower school roof , above fourth
floor, to be as per Architect direction.’
7. Drawing 2/A3.1: Add Detail Ref. 3038 to precast concrete canopy fascia, between gridlines SWx and
ST. :
8. Drawing 2/A3.1: Revise not “prefin. metal flashing” to east of gridline SMx to “ptefin. zinc fascia”.
Refer to Detail 3038A
9. Drawing 2/A3.1: Standing seam zinc wall cladding: standing seams are spaced approx. 400mm c/c.
Panels are approx. 2200mm vertically with a flat seam at horizontal panel joints. Overall pattern is
running bond in a vertical direction.
A3.2 EAST ANDSOUTH BUILDING ELEVATIONS
1. Drawing 2/A3.2: Delete operable window function where indicated on CW 12.
2. Drawing 2/A3.2: Delete operable window function where indicated on CW 09,
3. Drawingl/A3.2: Add note at 3 double doors at grade of east laneway: “Doors by Residential N.I.C.
4. Drawing 2/A3.1; Add note: “Exact location of exterior wall lights at cast laneway to be as per Architect
direction.’
A3.3 COURTYARD AND PARTIAL ELEVATIONS
1. Drawing 1/A3.3: Add note at date stone: Refer to Detail 3003 similar.
2. Drawing !/A3.3: Add detail 2129 reference at north side of Window K. Add metal panel as per Detail.
3. Drawing 1/A3.3: Add detail 2112 reference at north side of Window J. Add metal panel as per Detail.
4. Drawing 1/A3.3: Add detail 2082 reference at north side of Window CW22. Add metal panel as per
Detail.
5. Drawing 2/A3.3: Add control joints with minimum spacing as per Specifications. Layout to be
confirmed by Architect.
6. Drawing 4/A3.3: Add note at date stone: Refer to Detail 3003 similar
7. Legend: add dotted line for shelf angle.
A3.4  BUILDING SECTIONS

1.

Drawing 1/A3 4: Delete reference to 1002.
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A3d.S

A36

Ad2

A4.3

Add

Ad.5

BUILDING SECTIONS

L.
2.

Drawing 2/A3.5: Delete reference to 1002
Drawing 1/A3.5: Change title ‘Snack Bar 1011’ to ‘Café 101 1’,

BUILDING SECTIONS

I

Drawing 1/A3.5: Change title ‘Snack Bar 1011 to “Café 1011°.

GROUND FLOOR THEATRE DETAIL PLAN

1.
2.

b

5
6.
7
8

Stage 1016: Add Detail reference 2/A8.10 looking north.

Stage 1016: Revise Detail reference 9/A6.6A to 8/A5.6A. Revise Detail reference 10/A6.6A to
9/A5.6A. Revise Detail reference 8/A6.6A to 7/AS5.6A.

Lower Theatre 1013B: add detail reference 4225 to side rails at both North Aisie and Scuth Aisle.

Upper Theatre 1013A: Revise Partition Schedule 16A to 16. Add note: “‘Refer to Interior Elevations for
extent of AWP.2’

Stair No 12, M0O01, Stair No. 13, M003: Add detail reference 4227 to side guard rails.
North Aisle 1015: add detail reference ‘Detail 5063° looking north .Add note adjacent: ‘Wood Wall’.
South Aisle 1020: add detail reference ‘Detail 5063’ looking north .Add note adjacent: “Wood Wall’,

Add reference Detail 4224 to front edge of stage.

SECOND FLOOR THEATRE DETAIL PLAN

1.
2.

Stair No. 10C, Stair No. 10D: at upper landing: Revise detail reference from 4087 to 4212,

Upper Main Stage 2008: Revise Detail reference 9/A6.6A to 8/A5.6A. Revise Detail reference
10/A6.6A to 9/A5.6A. Revise Detail reference 8/A6.6A to 7/A5.6A.

Upper Main Stage 2: Add Detail reference 1/A4.5 looking north and south. Add 2/A4.6 looking east.

North Balcony 2007: add detail reference ‘Detail 5063A° looking north .Add note adjacent: “Wood
Wall".
South Balcony 2009: add detail reference ‘Detajl 5063A° looking north .Add note adjacent: ‘“Wood
Wall®.

THIRD FLOOR THEATRE DETAIL PLAN

i

Catwalks at Open to Below 3002A and 3002B: Add detail reference 7031 to both sides of all sections
of catwalk. Revise note to read: ‘Metal floor plating and support, and support rods, by Structural.
Provide guards both sides of catwalk as per Detail 7031.°

THEATRE SECTION

1.

Change title ‘Snack Bar 1011° to ‘Café 1011°.
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2. Revise balcony level Wood Wall detail reference from 5063 to 5063A. v
3. Add General Note: ‘South Theatre Elevation is Similar to 1A4.5, Reversed.’
A4.7  WASHROOM DETAIL PLANS AND ELEVATIONS
1. General Notes: Revise part of General Note 2 to refer to *...Barrier Free Layouts. ..’
2. General Notes: Add General Note 4: Al toilet partitions to be Solid Colour Composite Partitions.
Refer to Specifications. (Laminated Plastic Partitions are Alternative Price).
3. Abbreviations: Revise ‘SDSH.1" to “SDSH’. Typical all washroom drawings
4. Abbreviations: Revise ‘TP’ definition to: ‘Toilet Partition.’. Typical all washroom drawings
5. Abbreviations: Revise ‘SPP’ to: ‘SP.” Typical all washroom drawings
6. . Drawing 1/A4.7: Add ‘TP’ to WR B038 and B039 toilet doors. Revise ‘SD’ to ‘SD.17
7. Drawing 2 and 3/A4.7: Delete’ SS.SH’ from elevations.
8. Drawing 4/A4.7: WR B003 and WR B007: Move hand dryer symbol and word ‘HD’ to east wall. East
walls to be noted as 190 mun concrete block. Revise ‘SD’ to ‘SD.1’
9. Drawing 4/A4.7: Add ‘TTD’ to Washroom B003.
10. Drawing 8/A4.7: Add grab bars to elevations as indicated on plan. Reverse drawings to match plan.
11. Drawing 9/A4.7: Showers B009, B013: Revise ‘"HRD' to *‘HD’. Add "RH’ to south wall B009,
12. Drawing 9/A4.7: Washroom B0O11: Add GB.] and GB.2 at toilet. Add note at east wall: 190 concrete o
block wall. Revise ‘SD’ to ‘SD.1’ e
13. Drawing 9/A4.7: Custodial WR B017, BO18: Add ‘TP’ to toilet doors, Add note at south wall: 190
concrete block wall.
14. Drawing 9/A4.7: Showers B024, B028: Add designation ‘HD’ at hand dryers. Add ‘RH’ at HC
Shower B024.
5. Drawing 9/A4.7: WR B022: add note at west wall: 190 concrete block, Revise ‘SD’ to ‘SD.1°
16. Drawing 9/A4.7: WR B026: add note ai east wall: 190 concrete block. Revise ‘SI)’ to °SD.1”
17. Drawing 18/A4.7: Revise ‘SD’ to ‘SD.1’
Ad8 WASHROOM DETAIL PLANS AND ELEVATIONS

]
2
3.
4
5

i

Drawing 1/A4.8: Washroom 1073 and all accessories deleted. Refer to Drawing AD-8.
Drawing 1/A4.8: Washroom 1072: Add ‘RH".

Drawing 3/A4.8: Delete

Drawing 2/A4.8: Elevation C to be painted block wall.

Drawing 4/A4.8: Staff W/R 2014A and B.F. W/C 2017: add notes to each room: 190 mm block wall at
west wall, Add ‘“TTD’ at each room. Add ‘RH’ at Stafl W/R 2014A.

Drawing 5/A4.8: Reverse elevation to match plan.

Drawing 7/A4.8: W/C 1040 and W/C 1039: Révise detail bubble to reverse B and D, and to reverse A
and C in room 1040. Add note; ‘190 mm concrete block wall’® at west wall Rm. 1040 and east wall of

Rm. 1039,

10
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8. Drawing 13/A4.8: Staff W/C 3013 and B.F. W/C 3014: Add ‘TTD’ in each room. Add ‘RII” in Staff
W/C 3013. Add note in each room: ‘190 mm concrete block’ at south walls.
9. Drawing 16/A4.8: B.F W/C 4006: Add “TTD’. Add note: “190 mm concrete block’ at west and south
wall.
10. Drawing 16/A4.8: Staff W/C 4007: Add note: “190 mm concrete block’ at west and south wall. Add
‘PTDW’.
11. Drawing 16/A4.8: Staff W/C 4008: Add note: ‘190 mm concrete block’ at east and south wall. Add
‘PTDW’.
12. Drawing 22/A4.8: Change ‘MR.3" to ‘MR.2". Add *TP” at all toilet partitions between toilets. Add
‘UP’ at all urinal partitions between urinals. Add note at wall between washrooms: ‘190 mm concrete
block’. Add ‘SNV’ to east wall of Female Washroom.
13. Drawing 22/A4.8, 20/A4.8: Add elevation reference ‘C’ to Female Washroom, looking east.
14. Drawing 22/A4.8, 20/A4.8: Revise elevation reference ‘C’ to ‘A’ in Male Washroom. Add elevation
reference ‘C’ looking west.
15. Drawing 23/A4.8: Elevation A: Delete reference to “‘CT.3 beyond’.
i6. Drawing 20/A4.8: Add ‘RH’ in each toilet stall, in both Washrooms.
- AS5.1 INTERIOR ELEVATIONS
1. Elevation B: Add note: “Elevation B’ at bottom right elevation. Revise reference detail 3068 to Room
Finish Schedule Detail RFS-03. Delete reference to Detail 5067.
2. Elevation C: Revise as per Drawing AD-16.
Elevation D: Add note at second floor hatched band: ‘High level perimeter radiation (Div 15). Add
note: Continuous pipes to go through structural HSS’s along upper curtainwall.
A5.2 INTERIOR ELEVATIONS
1. Gym Elevation A: Add note above underside of ceiling to underside ceiling slab: ‘Provide 190
Concrete block above Acoustic Block to u/s slab’.
2. Gym Elevation A: Label return air grilles. Add one return grill to east Gym wall as per Mechanical.
3. Gym Elevation B, D: Add note at exposed conc.: ‘Line of concrete beam in front of wall’ . Add note
above underside of concrete beam to underside second floor slab: ‘Provide 190 concrete block above
Acoustic Block to u/s slab’.
A5.3 INTERIOR ELEVATIONS
1. Drawings 5/A5.3, 6/A5.3, T/A5.3, 8/A5.3: Revise detail drawing reference from 4155 to 4153,
Add note: ‘For more information on Stair 2, refer also to Drawings 10/A5.13, 5/A7.3".
2. Drawings 1/A5.3, 2/A5.3, 3/A5.3, 4/A5.3: Revise detail drawing reference at lockers near Grid SY
from 4018 to 4018A, and from 6008 to 6015 (at areas adjacent to condo wall)
3. Drawing 4/A5.3; Revise detail drawing reference at lockers near Grid SY from 6008 to 6015 (at
areas adjacent to condo wall)
4, Drawings 7/A5.3, 8/A5.3: Delete detail drawing reference 4152.
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5. Drawing 1/A5.3: Revise note ‘future alumni display panels’ to ‘alumni display panels’. Add R
reference to Detail AD-25.

A5.4 INTERIOR ELEVATIONS

1. Drawings 1/A5.4, 2/A5.4, 3/A5.4, 4/A5.4: Add reference to Detail 6008 at all GB areas over lockers.

2. Drawing 8/A5.4: Remove metal screen shown at Grid 521 (MS62), and remove 2 display cases, deleted
as shown on Drawing AD-17.

A5.5 INTERIOR ELEVATIONS

I. Drawings 1/A5.5: Delete small display case and nib walls near Grid SG. Delete Stair 4 and door,
extend eastern display case west of Grid 8Q. Refer to Drawings AD-4.

Drawing 2/A5.5: Delete Stair 4 and rail. Refer to Drawings AD-6.

Drawing 2/A5.5: At display case near Grid SG: revise concrete block hatch to BRK.3 hatch.
Drawing 4/A5/.5: Delete large metal screen MS58 east of Grid SL. Add smaller screen MS07D.
Drawings 6/A5.5, 7/A3.5, 8/A5.5: Add reference to Detail 6008 at all GB areas over lockers.

AN O i

Drawing 7/A5.5: Add detail reference 7029 SIM at guard.

AS5.6 INTERIOR ELEVATIONS

1. Drawings 1/A5.6, 2/A5.6: Add reference to Detail 6008 at all GB areas over lockers.
2. Drawing 5/A5.6: Revise north section of West Corridor as per Drawing AD-11.

3. Drawing 3/A5.6, 4/A5.6. 5/A5.6: Revise note “future alumi display pane]s to ‘alumni display panels’.
Add reference o Detail AD-25 and AD-25A.

AS5.7 INTERIOR ELEVATIONS

1. Drawings 1/A5.7: Elevation D: Revise reference from to Detail 4019 to Detail 6004.

2. Drawing 2/A5.7: Elevation C: Add reference 6004 to underside of AWP.1 wall panel, east side. Add
reference to Detail 4019 at underside of AWP.1 wall panel, west side.

3. Drawing 2/A5.7: Elevation D: Revise reference from MS27 to MS19.
4. Drawing 3/A5.7: Carry all upper AWP.1 wall panels to underside of GB ceiling,
5. Drawing 4/A5.7: Elevation A: Delete screen at south end of elevation to match plan.

A5.9 INTERIOR ELEVATIONS
1. Drawings 6/A5.9: Add mirror lines at 2 mirrors, dimensions as noted. Revise title to ‘Practice Rooms

1046 and 1047°.

2. Drawings 7/A5.9: Add note-at 2700 mm height noted to bulkhead: ‘ Typical Classroom: height varies.
Refer to Drawings.

3. Drawing 15/A5.9: Add reference to Detail 5019,
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4. Drawing 17/A3.9: Elevation A: Change upper cupboard reference from 5022 to 5020. Elevation B:
Delete upper cupboards.

5. Drawing 16/A5.9; Elevation A: Delete desk and reference to Detail 5049B.
6. Drawing 16/A5.9: Elevation D: Revise detail reference at lower shelving cupboard from 5015 to 5006.

AS.10 INTERIOR ELEVATIONS

. Drawings [/A5.10: Revise Exercise Room layout and elevations as per Drawing AD-4, AD-6.

AS5.11 INTERIOR ELEVATIONS

1. Drawings 3/AS5.11: Elevation A: Add detail reference 6018 to GB bulkhead.

2. Drawings 3/A5.11: Elevation B: Delete reference to Detail 5019. Add note: ‘Lab desks N.1.C’. Add
detail reference 6004 to GB bulkhead.

3. Drawings 3/A5.11: Elevation C: Delete reference to Detail 5019, Add note: ‘Lab desks N.1.C’. Add
detail reference 6018 to GB bulkhead.

4, Drawings 3/A5.11: Elevation D: Delete reference to Detail 5019. Add note: ‘Lab desks N.I.C".

AS5.12 INTERIOR ELEVATIONS

1. Drawings 2/A5.12, 3/A5.12: Elevation D: Add detail references 5047 to Drawers and reference 5044
at lower cupboards.

AS5.13 INTERIOR ELEVATIONS

Drawings 1/A5.13: Elevation B: Revise detail reference from 5041 to 5048,

—

Drawing 4/A5.13: Elevation A: Add detail reference 5007 at open lower cupboard.
Drawings 3/A5.13, 5/A5.13: Revise titles to ‘Staff Workroom 4028’ and *Staff Workroom 4031,

AW

Drawing 6/A5.13; Elevation A: Delete reference to Detail 5044 below fume hood. Add detail
references 5047 to Drawers and reference 5044 at lower cupboards.

5. Drawing 10/A5.13; Elevation A, C: Add detail references 3065 SIM at bubbled areas. Add note: “For
Stair 2 information, refer also to Drawings 5 to 8/A5.3, 5/A7.3",

A6.9 LEVEL P1RCP NORTH

1. Stair 20, B049: Add hatch to condo stair west of Stair 20, as per Plans.

A6.10 LEVEL P1 RCP SOUTH

1. Delete Stair No. 4 and revise Exercise Room B029 ceiling as per Drawings AD-4, AD-5, AD-6, AD-7.
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A6.11 GROUND FLOOR RCP NORTH

L.

© N oo ok

Add to Drawing Notes: Note 2: ‘Refer to Details 6002 and 6003 for typical edge condition at GB and
LAP ceilings’. Typical note ail RCP Drawings.

Add to Drawing Notes: Note 3: ‘Refer to Mechanical for location of ceiling mounted heaters. Exact
location to be determined by Architect’. Typical note all RCP Drawings,

Add to Symbol Legend: ‘EXP/INSUL’: Exposed insulation on underside of slab- refer to
DrawingsA6.19, A6.20. Typical note all RCP Drawings.

Corridor 1029: Revise Detail 6015 to 6008,

Drama Room 1030: Revise Detail reference at south side from 6018A to 6004.
Staff WC 1039: Add detail reference 6007 at cove.

Café 1001, Box Office 1009: Add text ‘GB’ at ceiling.

Storage 1010: add text ‘EXP’ at ceiling.

A6.12 GROUND FLOOR RCP SOUTH

BN

Lh

Delete Stair No. 4 and revise upper Exercise Room ceiling as per Drawings AD-4, AD-5, AD-6, AD-7.
Add Room Numbers 1053A and 1054A at Upper Gym. Refer to Plan A2.13.

Add Reference 6014 at west side of Room 1054A.

Stair 3, 1036 and Stair 5, 1079: Reverse sprinkler lines shown to other side of stairwell to avoid GB
ceiling detail.. '

Stair 3, 1036: revise note at ceiling: “1 hour fire rated ceiling and bulkhead (ULC507).

Upper Strings Room 1043: Revise detail reference 6018 to 6004 at south end of room.

A6.13 SECOND FLOOR RCP NORTH

Refer to Drawing AD-10 for revised ceiling at Foyer 2001 and new Storage Room 2001A.
Corridor 2018: Revise detatil reference 6015 to 6008,

Upper Drama 2028A: Add note at east ceiling dotted line: "Provide 92 mtl studs at face of mid level
beam to support AWP,1 wall panels.”

Stair No. 2, 2016: Coordinate header iocation with Stair No. 2 Metal Screen MS69A.
Upper Library 2054: Add text ‘EXP’ to inderside mid level beam on east side of Library.

A6.14 SECOND FLOOR RCFP SOUTH

Storage 2027: Add text ‘EXP/INSUL’.

Workrooms 2051 and 2052: Add ceiling elevation at perimeter GB: ‘3800 AFF’. Add reference
“6018A’ at bulkhead transition 1o lower ceiling.

Staff Lounge 2069: Delete reference to Detail 6018.
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